
 

 

 

  

DS-ϮCEϱϲDϬT-ITϭF 

HD 1080p Turret Caŵera 

 

 Ϯ ŵegapiǆel high perforŵaŶĐe CMOS 

 AŶalog HD output, up to ϭϬϴϬp resolutioŶ 

 True DaǇ/Night,  

 EXIR Ϯ.Ϭ, sŵart IR, up to ϮϬ ŵ IR distaŶĐe 

 SwitĐhaďle TVI/AHD/CVI/CVBS 

 IPϲϲ 

 

 

Key Features 

 

 



 

  

 
SpecificatioŶs 

 
Caŵera 
Iŵage SeŶsor 2 MP CMOS image sensor 

SigŶal SǇsteŵ PAL/NTSC 

Fraŵe Rate PAL: 1080p@25fps 
NTSC: 1080p@30fps 

Resolution 1920 (H) × 1080 (V) 

Min. illumination 0.01 Lux@(F1.2, AGC ON), 0 Lux with IR 

Shutter Time 1/25 (1/30) s to 1/50,000 s 

Lens 3.6 mm 2.8 mm, 6 mm fixed lens 

Horizontal Field of View 103° (2.8 mm), 82.2° (3.6 mm), 54° (6 mm) 

Lens Mount M12 

Day & Night IR cut filter 

AŶgle AdjustŵeŶt PaŶ: Ϭ° to ϯϲϬ°, Tilt: Ϭ° to ϳϱ°, RotatioŶ: Ϭ° to ϯϲϬ° 

SǇŶĐhroŶizatioŶ IŶterŶal sǇŶĐhroŶizatioŶ 

MeŶu 

AGC Low/ŵiddle/high 

DaǇ/Night Mode Sŵart/Đolor/BW;BlaĐk aŶd WhiteͿ 

BaĐklight CoŵpeŶsatioŶ Yes 

DWDR  Yes 

LaŶguage EŶglish, ChiŶese 

FuŶĐtioŶs Brightness, Sharpness, DNR, Mirror 

Interface 

Video Output ϭ HD aŶalog output 

SwitĐh ButtoŶ  TVI/AHD/CVI/CVBS 

General 
OperatiŶg CoŶditioŶs -40 °C to 60 °C (-40 °F to 140 °F), Humidity: 90% or less (non-condensation) 

Power SupplǇ 12 VDC±15% 

Power Consumption Max. 4 W 

IŶgress ProteĐtioŶ IP66 

Material Plastic 

IR Range Up to 20 m 

Dimension Φ 110 mm × 93.2 mm (4.33" × 3.67") 

Weight Approx. 350 g (0.77 lb.) 

Order Model 
DS-2CE56D0T-IT1F 
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Accessories 

                                                       

DS-ϭϮϳϮZJ-ϭϭϬ-TRS              DS-ϭϮϳϱZJ-SUS             DS-ϭϮϳϲZJ-SUS               DS-ϭHϭϴ                    

Wall MouŶt                    VertiĐal Pole MouŶt         CorŶer MouŶt               Video BaluŶ                

                         

  DS-ϭϮϴϬZJ-S                 DS-ϭϮϴϭZJ-S 

JuŶĐtioŶ Boǆ                 IŶĐliŶed CeiliŶg MouŶt 

 

ϬϮϬϬϬϬϭϬϴϬϱϬϳ

Dimensions 


